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Pneumatic Equipment

Pressure gaugesHZ9P Series

Technical characteristics

Ordering codes

Pressure gauge Pressure gauge for panel Pressure gauge for panel

mounting with flange mounting with bracket

Scale bar/MPa: 0÷10

Diameter 40-50-63

Port G1/8C - G1/4C

Port-Bourdon pipe brass/copper alloy

Body Black ABS plastic Metal painted black Metal painted black

Assembly - Chromium-plated front flange with three holes Fixed with rear bracket

Movement Brass

Indicator Aluminium painted black

Dial Acrilic

Accuracy EN837 class 1,6 - 2,5 ASME B40.1 degree B

Protection IP43

HZ9P400318

HZ9P400618

HZ9P401018

HZ9P500314

HZ9P500614

HZ9P501014

HZ9P630314

HZ9P630614

HZ9P631014

HZ9PB400318

HZ9PB400618

HZ9PB401018

HZ9PB500314

HZ9PB500614

HZ9PB501014

HZ9PB630314

HZ9PB630614

HZ9PB631014

HZ9PBS400318

HZ9PBS400618

HZ9PBS401018

HZ9PBS500314

HZ9PBS500614

HZ9PBS501014

HZ9PBS630314

HZ9PBS630614

HZ9PBS631014

Recessed pressure
gauge for
Sizes 0-1-2 (0÷10 bar)

HZ9464 ø 40

ø 50

ø 63
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